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RADYE TEMEL ZIMBALAMA KONTROLÜ

KontrolEleman Adı

τpd ≤ fctd Zımbalama donatısı kullanımı

[tf/m²]

1. BODRUM

SB101 G'+Q'+Ex+0.3Ey+0.3Ez d=33.5 cm Az=9849.00 cm² Vd=18.71 tf

c(Maj)=36.75 cm c'(Maj)=36.75 cm D*Md(Maj)=-6.44 tfm J(Maj)=9328337 cm4

c(Min)=36.75 cm c'(Min)=36.75 cm D*Md(Min)=10.09 tfm J(Min)=9328337 cm4

γ=0.60 τpd,1=45.06 tf/m² τpd,2=-7.06 tf/m² 45.06 ≤ 130.32 √ Kapasite yeterli √
SB102 G'+Q'+Ex+0.3Ey+0.3Ez d=33.5 cm Az=9849.00 cm² Vd=24.02 tf

c(Maj)=41.75 cm c'(Maj)=41.75 cm D*Md(Maj)=10.11 tfm J(Maj)=11189583 cm4

c(Min)=31.75 cm c'(Min)=31.75 cm D*Md(Min)=4.77 tfm J(Min)=7467091 cm4

γ(Maj/Min)=0.57/0.63 τpd,1=48.18 tf/m² τpd,2=0.59 tf/m² 48.18 ≤ 130.32 √ Kapasite yeterli √
SB103 G'+Q'+Ex+0.3Ey+0.3Ez d=33.5 cm Az=9849.00 cm² Vd=44.33 tf

c(Maj)=36.75 cm c'(Maj)=36.75 cm D*Md(Maj)=8.90 tfm J(Maj)=9328337 cm4

c(Min)=36.75 cm c'(Min)=36.75 cm D*Md(Min)=7.74 tfm J(Min)=9328337 cm4

γ=0.60 τpd,1=71.24 tf/m² τpd,2=18.77 tf/m² 71.24 ≤ 130.32 √ Kapasite yeterli √
SB104 G'+Q'+Ex+0.3Ey+0.3Ez d=33.5 cm Az=10519.00 cm² Vd=33.55 tf

c(Maj)=46.75 cm c'(Maj)=46.75 cm D*Md(Maj)=18.54 tfm J(Maj)=14448156 cm4

c(Min)=31.75 cm c'(Min)=31.75 cm D*Md(Min)=8.26 tfm J(Min)=8142493 cm4

γ(Maj/Min)=0.55/0.65 τpd,1=70.15 tf/m² τpd,2=-6.36 tf/m² 70.15 ≤ 130.32 √ Kapasite yeterli √
SB105 G'+Q'+Ex+0.3Ey+0.3Ez d=33.5 cm Az=10519.00 cm² Vd=38.75 tf

c(Maj)=46.75 cm c'(Maj)=46.75 cm D*Md(Maj)=-23.13 tfm J(Maj)=14448156 cm4

c(Min)=31.75 cm c'(Min)=31.75 cm D*Md(Min)=-5.36 tfm J(Min)=8142493 cm4

γ(Maj/Min)=0.55/0.65 τpd,1=77.70 tf/m² τpd,2=-4.04 tf/m² 77.70 ≤ 130.32 √ Kapasite yeterli √
SB106 G'+Q'+Ex+0.3Ey+0.3Ez d=33.5 cm Az=15209.00 cm² Vd=50.38 tf

c(Maj)=81.75 cm c'(Maj)=81.75 cm D*Md(Maj)=87.64 tfm J(Maj)=53860766 cm4

c(Min)=31.75 cm c'(Min)=31.75 cm D*Md(Min)=12.36 tfm J(Min)=12870306 cm4

γ(Maj/Min)=0.48/0.71 τpd,1=110.83 tf/m² τpd,2=-44.58 tf/m² 110.83 ≤ 130.32 √ Kapasite yeterli √
SB107 G'+Q'+Ey+0.3Ex+0.3Ez d=33.5 cm Az=9849.00 cm² Vd=33.60 tf

c(Maj)=41.75 cm c'(Maj)=41.75 cm D*Md(Maj)=-16.00 tfm J(Maj)=11189583 cm4

c(Min)=31.75 cm c'(Min)=31.75 cm D*Md(Min)=3.14 tfm J(Min)=7467091 cm4

γ(Maj/Min)=0.57/0.63 τpd,1=64.89 tf/m² τpd,2=3.34 tf/m² 64.89 ≤ 130.32 √ Kapasite yeterli √
SB108 G'+Q'+Ex+0.3Ey+0.3Ez d=33.5 cm Az=10519.00 cm² Vd=70.53 tf

c(Maj)=41.75 cm c'(Maj)=41.75 cm D*Md(Maj)=16.93 tfm J(Maj)=12357435 cm4
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RADYE TEMEL ZIMBALAMA KONTROLÜ
KontrolEleman Adı

τpd ≤ fctd Zımbalama donatısı kullanımı

[tf/m²]

1. BODRUM   (Devamı ...)

c(Min)=36.75 cm c'(Min)=36.75 cm D*Md(Min)=10.13 tfm J(Min)=10233214 cm4

γ(Maj/Min)=0.58/0.62 τpd,1=104.81 tf/m² τpd,2=29.29 tf/m² 104.81 ≤ 130.32 √ Kapasite yeterli √
SB109 G'+Q'+Ey+0.3Ex+0.3Ez d=33.5 cm Az=10519.00 cm² Vd=54.41 tf

c(Maj)=46.75 cm c'(Maj)=46.75 cm D*Md(Maj)=-30.99 tfm J(Maj)=14448156 cm4

c(Min)=31.75 cm c'(Min)=31.75 cm D*Md(Min)=3.54 tfm J(Min)=8142493 cm4

γ(Maj/Min)=0.55/0.65 τpd,1=101.47 tf/m² τpd,2=1.98 tf/m² 101.47 ≤ 130.32 √ Kapasite yeterli √
SB110 G'+Q'+Ey+0.3Ex+0.3Ez d=33.5 cm Az=9849.00 cm² Vd=24.86 tf

c(Maj)=41.75 cm c'(Maj)=41.75 cm D*Md(Maj)=11.20 tfm J(Maj)=11189583 cm4

c(Min)=31.75 cm c'(Min)=31.75 cm D*Md(Min)=-6.26 tfm J(Min)=7467091 cm4

γ(Maj/Min)=0.57/0.63 τpd,1=53.14 tf/m² τpd,2=-2.65 tf/m² 53.14 ≤ 130.32 √ Kapasite yeterli √
SB111 G'+Q'+Ex+0.3Ey+0.3Ez d=33.5 cm Az=10519.00 cm² Vd=36.16 tf

c(Maj)=46.75 cm c'(Maj)=46.75 cm D*Md(Maj)=21.43 tfm J(Maj)=14448156 cm4

c(Min)=31.75 cm c'(Min)=31.75 cm D*Md(Min)=-8.99 tfm J(Min)=8142493 cm4

γ(Maj/Min)=0.55/0.65 τpd,1=77.82 tf/m² τpd,2=-9.06 tf/m² 77.82 ≤ 130.32 √ Kapasite yeterli √
SB112 G'+Q'+Ey+0.3Ex+0.3Ez d=33.5 cm Az=11189.00 cm² Vd=47.96 tf

c(Maj)=51.75 cm c'(Maj)=51.75 cm D*Md(Maj)=27.76 tfm J(Maj)=18232679 cm4

c(Min)=31.75 cm c'(Min)=31.75 cm D*Md(Min)=-8.49 tfm J(Min)=8817894 cm4

γ(Maj/Min)=0.54/0.66 τpd,1=89.58 tf/m² τpd,2=-3.86 tf/m² 89.58 ≤ 130.32 √ Kapasite yeterli √
SB113 G'+Q'+Ey+0.3Ex+0.3Ez d=33.5 cm Az=11189.00 cm² Vd=37.63 tf

c(Maj)=51.75 cm c'(Maj)=51.75 cm D*Md(Maj)=28.72 tfm J(Maj)=18232679 cm4

c(Min)=31.75 cm c'(Min)=31.75 cm D*Md(Min)=-8.61 tfm J(Min)=8817894 cm4

γ(Maj/Min)=0.54/0.66 τpd,1=81.74 tf/m² τpd,2=-14.48 tf/m² 81.74 ≤ 130.32 √ Kapasite yeterli √
SB114 G'+Q'+Ey+0.3Ex+0.3Ez d=33.5 cm Az=9849.00 cm² Vd=20.07 tf

c(Maj)=41.75 cm c'(Maj)=41.75 cm D*Md(Maj)=13.78 tfm J(Maj)=11189583 cm4

c(Min)=31.75 cm c'(Min)=31.75 cm D*Md(Min)=5.63 tfm J(Min)=7467091 cm4

γ(Maj/Min)=0.57/0.63 τpd,1=51.46 tf/m² τpd,2=-10.71 tf/m² 51.46 ≤ 130.32 √ Kapasite yeterli √
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